
Pictogram 2: How to perform a test with the ImmuView® Reader

If the reader is not turned on, press and hold the power button 
for 2-3 seconds.  
It takes around 3 minutes for the reader to start up

1. To run the first test, press “Test” on the screen
NB – There is a built-in requirement to perform an Instrument 
Check every 7 days. If you are prompted to do so, please have a look 
at pictogram 3 “How to perform an Instrument Check”.

2. Press “Perform Test” and you can now scan, or enter
ID

３．Scan ID, or type it in, using the keyboard

3

NB -screen Images for when it is 
time to perform an Instrument 
Check. Press x and follow 
pictogram 3: “How to run an IC”
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54. Insert the Strip Carrier (including the ImmuView Strip), in 
the reader. Once you have inserted the strip Carrier, you  
do not need to do anything more.

The reader starts to perform the test and you will see    
these onscreen images. Do not remove the strip carrier.

Results
After the analysis, the reader makes a short sound, to indicate 
that it has finalized the process. You can also see the result 
directly on the screen.  You can now remove the Strip Carrier

To perform a new test press this icon:
You will start at step 3 [Scan ID]

Press home/house icon to return to main screen

Page 2

The ImmuView reader will automatically save every result. 
If you need to export the results, please see the pictogram 4 “How to Export Data”

Result of test
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