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Page 1,  Turn page

Please follow the instructions for use (IFU), found in each KIT 
– You can also watch Video 1: How to Use the ImmuView® Strip & Strip Carrier

ImmuView Quick Guide

1. Add three (3) drops of sample material
in the tube

2. Add two (2) drops of running buffer in the 
tube

3.   Add the ImmuView® strip and wait fifteen  
(15) minutes. 

Dap off excess 

sample fluid

4. You can now visually interpret the result 
(see Quick Guide)  

5.   Next, insert the strip into Strip Carrier for 
automated reading (See next page)

Pictogram 1: How to Use the ImmuView Strip & Strip Carrier



5

Pictogram 1: How to Use the ImmuView Strip & Strip Carrier
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The arrow should be visible 
when the strip is correctly placed

Final ImmuView® 

strip placement

Back Front

“Well” to ease the 
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– You can also watch Video 1: How to Use the ImmuView® Strip & Strip Carrier, To see how easy it is 

A.     Insert the ImmuView® strip in Strip Carrier.
The “arrows” on the strip goes in first

B.    Continue to gently push the ImmuView®  
strip in the Strip Carrier. This is very easy.

C. Once the strip reach the front it is in place. The 
“arrow” on the Strip Carrier           marks the correct   
placement.

To remove the strip after completion, simply slide it back from the 
Strip Carrier. Clean it with 70% Isopropyl alcohol or 10% bleach

You are now ready to insert the Strip Carrier with the ImmuView® 
strip in the ImmuView® reader. Please see Pictogram 2: 
“How to perform a test with the ImmuView® Reader” or Video 2


